
www.vitec.com

Flexible hardware platforms for Avedia Platform 
installations, from small IP video environments 
up to the most demanding of networks. A variety 
of storage capacities are available, as well as 
options with hot-swappable disk bays and 
redundant power supplies.

AvediaServer 
Datasheet | m8105, m8115, m8365

Avedia Platform Servers
Physical and virtual servers to suit any environment

c1520 c1565 c1585

Interfaces Four 802.3 100/1000 Ethernet (RJ-45) sockets plus IPMI Two 802.3 1G/10G Ethernet (RJ-45) 
sockets plus IPMI

Storage •	 1TB •	 1TB

•	 4TB (RAID10)

•	 8TB (RAID10)

•	 16TB (RAID10)

•	 24TB (RAID10)

•	 8TB (RAID10)

•	 16TB (RAID10)

•	 32TB (RAID10)

•	 48TB (RAID10)

Physical format •	 1U rack-mounted standard 19” 

chassis

•	 Dimensions: W: 483mm x  

D: 370mm x H: 43mm

•	 1U rack-mounted standard 19” 

chassis

•	 Dimensions: W: 483mm x  

D: 540mm x H: 43mm

•	 2U rack-mounted standard 19” 

chassis

•	 Dimensions: W: 483mm x  

D: 647mm x H: 89mm

Power •	 Internal power supply

•	 AC Input: 100-240V, 60-50Hz, 

3-1.5A Max

•	 400W dual redundant auto-

switching power supply

•	 AC Input: 100-240V, 60-50Hz, 6-3A 

Max

•	 740W dual redundant auto-

switching power supply

•	 AC Input: 100-240V, 60-50Hz, 

10-5A Max

Environment •	 Operating temperature range: 10° to 35°C (50° to 95°F)

•	 Non-operating temperature range: -40° to 70°C (-40° to 158°F)

•	 Operating humidity range: 8% to 90%

•	 Non-operating humidity range: 5% to 95%

Physical Servers 



c1520 c1565 c1585

In the box •	 Avedia Server c1520 Hardware 

Platform (1TB content storage)

•	 Power cord & Product Safety 

Brochure (hard copy)

Box 1

•	 Avedia Server c1565 Hardware 

Platform

•	 Rack mounting rail brackets

•	 2 power cords

•	 Product Safety Brochure (hard copy)

Box 2 (not c1565-1TB)

•	 4 hard disks, pre-mounted in hot-

swap caddies

•	 Disk Installation Instruction Guide

•	 Avedia Server c1585 Hardware 

Platform

•	 Rack mounting rail brackets

•	 2 power cords

•	 Product Safety Brochure (hard copy)
•	 8 hard disks, in hot-swap caddies, 

pre-mounted in system

Ordering information 18341-xx 

Avedia c1520 - Server - 1U - 1TB 
- Physical - xx

19512-xx

Avedia c1565 - Server - 1U - 1TB - 
Physical - xx

18342-xx 

Avedia c1565 - Server - 1U - 4TB 
RAID - Physical - xx

18343-xx

Avedia c1565 - Server - 1U - 8TB 
RAID - Physical - xx

18344-xx 

Avedia c1565 - Server - 1U - 16TB 
RAID - Physical - xx 

06033-xx

Avedia c1565 - Server - 1U - 24TB 
RAID - Physical - xx 

06039-xx 

Avedia - power supply - 
replacement - c1565 - xx

06034-xx 

Avedia c1585 - Server - 2U - 8TB 
RAID - xx

06035-xx

Avedia c1585 - Server - 2U - 16TB 
RAID - xx 

06036-xx 

Avedia c1585 - Server - 2U - 32TB 
RAID - xx 

06037-xx

Avedia c1585 - Server - 2U - 48TB 
RAID - xx

xx denotes the power cord variant (uk, eu, us, au)

Regulatory

•	 CE:
	- IEC 62368-1: 2014
	- EN 62368-1:2014+A11:2017
	- EN55032:2012 + corrigenda Aug 2012 & Dec 2012
	- EN55024:2010 + A1:2015
	- EN 61000-3-2:2014
	- EN 61000-3-3:2013 

•	 UL/CSA: UL62368-1:2014 
	- CSA C22.2 No. 62368-1, Rev. February 17, 2012

•	 FCC: 
	- 47CFR:2011 Part 15, Sub Part B

•	 ANSI C63-4:2014
	- Australia/New Zealand: AS/NZS 62368.1:2018
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The Avedia Server v1600 allows the Avedia Platform to be hosted on a virtual server. It comprises 
software packaged as an ISO file on a USB memory stick and licensed for a fixed MAC address supplied 
by VITEC. The requirements are shown below.

v1600

Virtual Platform Requirements •	 Processor: Octa (8) core Xeon CPU (or equivalent) minimum

•	 RAM: 8GB minimum

•	 Platform: VMware ESXi 7.0, Microsoft Hyper-V (Windows Server 2016 minimum)

Disk Requirements •	 Single disk: 1TB minimum

•	 Two disks (smaller disk used for system):

•	 System: 200GB minimum

•	 Content: 800GB minimum

In the box •	 AvediaServer Virtual Platform Software (USB memory stick)

•	 EULA document

Ordering information •	 18350 Avedia v1600 - License - Avedia server virtual platform (VM)

Virtual Server

Chassis and Software Module Compatibility

Bandwidth Options

Hard Disk Options

No 
RAID RAID 10

110 
Mbps

220 
Mbps

550 
Mbps

1000 
Mbps

2000 
Mbps

3000 
Mbps

6000 
Mbps 1TB 4TB 8TB 16TB 24TB 32TB 48TB

c1520
ü ü

ü

c1565-1TB ü ü ü

c1565 ü ü ü ü ü ü ü ü ü

c1585 ü ü ü ü ü ü ü ü ü ü ü

v1600 ü ü ü ü ü ü ü
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