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IQS4 is a high-efficiency 4K video splitter designed for large-scale, multi-
screen video wall deployments. Supporting a single 4K input and four 
HD outputs, each IQS4 unit enables streamlined distribution to up to 96 
HD displays when paired with VITEC’s Image4K graphics cards.

By reducing the number of graphics cards required in the video wall 
controller, IQS4 optimizes system architecture, lowering hardware 
demands and improving overall performance.

IQS4 simplifies AV integration by allowing 4K signals to be split locally 
at the video wall, eliminating the need for individual HD extenders. 
Its flexible mounting options—VESA mounting behind displays, rack-
mounted in controllers, or standalone on workstations—make it a 
versatile solution for control rooms, enterprise AV, and digital signage 
environments.

Features & Benefits

•	 Single 4K input split into four HD outputs 
for efficient video wall deployment

•	 Supports up to 96 HD screens when 
paired with VITEC’s Image4K graphics 
cards

•	 Reduces graphics card requirements, 
streamlining system architecture

•	 Enables local 4K signal splitting at the 
video wall, eliminating the need for 
multiple HD extenders

•	 Flexible mounting options: VESA, rack-
mounted, or standalone installation

•	 Ideal for control rooms, enterprise AV, 
and digital signage environments

4K Quad Splitter

IQS4



Technical Specification

Video Output Connections
•	 4x HDMI 1.4 (1920x1080@60)

Video Input Connection
•	 1x HDMI 2.0 (7680x1080@60)

Environmental/Regulation
•	 Operating Temperature: 0° to 35°C/32° to 96°F
•	 Relative Humidity: 5% to 90% (non-condensing)
•	 EMC Standards: FCC part 15/ICES-003 Class A & CE
•	 Power: 12W max, typical 12W
•	 MTBF: 11.4 years
•	 Not controlled under ITAR
•	 TAA-compliant
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Physical
•	 Dimensions: 1.22” (H) x 6.34” (W) x 8.07” (D), 31 mm (H) x 

161 mm (W) x 205 mm (D)
•	 Weight: 1.7lbs (790g) 

Ordering Information (P/N)
•	 19421 - IQS4 - Video Wall Splitter - HDMI - 1x 4K to 4x HD - PSU
•	 19431 - Aligo RX/TX or IQS4 - Dual rack mount kit 1RU 2x PSU
•	 19424 - Aligo RX/TX - Aligo and iQS4 power supply

Flexible Mounting Options

Rack-mount

Install at the wall

Input from a VITEC  
Image2K or Image4K

Input from a VITEC  
Image2K or Image4K

Power is required for 
each IQS4 unit

Power is required for each rack mount kit 
(dual connections for redundancy)

Each VESA-mounted 
IQS4 drives four HD screens

Each IQS4 drives  
four HD screens


